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QUADRANT POSITION BLADE POSITION /c - 3302 (65
B7, OR Cl 0°, CLOSED 230 W 5T
A5, OR D3 | 7 1/2° OPEN 2% W A
B6, OR C2 ‘ 15° OPEN N /55, %
A4, OR D4 22 1/2° OPEN nE oL

P
B5, OR C3 30° OPEN n /LS *
)

A3, OR D5 | 37 1/2° OPEN" Y 7
B4, OR C4 45° OPEN % P
Az, oR 06 o | € 52 172° OPEN ) ARV
B3, OR C5 < 60° OPEN -2 Rl L PN
Al, OR DT o 67 1/2° OPEN /26 N L3 NE

. B2, OR C6 | 75° OPEN Y7\ =
BI, OR CT 7 90°, FULL OPEN O ra
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x SHOP_NOTE :
A ASSEMBLE ORIFICE COMPLETE FOR SHIPPING. DO NOT APPLY
Cos K> /A4 "GORE-TEX" SEALANT TO ANGLE FLANGE, SHIP LOOSE.
/i CUSTOMER TO RECEIVE ONE COPY OF THIS INSTALLATION
A =2 tos DRAWING WITH EACH ORDER.
[
PAINT PER E.S. DF803-01 SECT. 9.3.7.6
= Jbg W Cos &

FIELD NOTE:

TO INSTALL ORIFICE-
CUT SLOT IN PIPE, APPROX. 3" WIDE x 2° |* LONG.

THIS SI1ZE SLOT WiLL ALLOW APPROX. 1/2" OF PIPE VISIBL
ALL AROUND ON THE INSIDE OF THE ANGLE FRAME FOR POSIT
REMOVE ANY SLAG PROTRUSIONS AROUND CUT THAT MAY PREVEN
OF ORIFICE BLADE, OR PREVENT THE COMPLETE SEATING OF 'C¢
ASSEMBLY IN ANGLE FRAME . R
REMOVE ANGLE FRAME FROM ORIFICE ASSEMBLY, CENTER ON OPE
AND WELD. FRAME TO BE SEAL WELDED, AIR TIGHT, ON INSID
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